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Center mounting bars:

Special instructions (i.e., crank box, face coat, tube guards, etc.): 

Core width (not over side pieces):Core height (between headers): Tube rows:

Core type: Fin type: FPI:

Tube size:

Fin materials (C/B/S): Fin thickness: Solder coated?

Core depth:

Standard Special Yes NoN? Ye

Tube wall: Standard Heavy DimpledH DS Side piece info: GM Ford FlatF FG

Top header Width: Length: Thickness: Overhang (offset): No. bolt holes

Headers are: Header radius:Bolt-up Solder-on PanS PB Reinforcements: Corner Center FullC FuC

Bottom header Width: Length: Thickness: Overhang (offset): No. bolt holes

Headers are: Header radius:Bolt-up Solder-on PanS PB Reinforcements: Corner Center FullC FuC

Please circle the sketch of mounting brass desired:

Yes NoYe NCenter support bars; without ears? Yes NoYe N

Please note that SPECIAL CORES may not be returned for credit!

Special Core Dimensions
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Special Core Order Form

Date entered:

For Vista-Pro Automotive Use Only
Time entered: Order taken by: Order number:

Ordering Branch (city location): Confi rmed ship date is:

Faxed to: Date: TSM location: Account number:

Customer name (business):

State:

Address:

City: Zip:

Person ordering special:

Number of units ordered:

Date ordered: Needed by:

Drop ship to: Ship via:

Special handling instructions:

Application name (Kenworth, John Deere, model number, etc.): Reference number:

Special price quoted each

Drop ship city: State: Zip:

$

dhamill
Stamp

dhamill
Stamp

dhamill
Stamp

dhamill
Stamp


